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MOUNTING ENGLISH



FROM THE SIDE 

scopi
SEAT

Scopi Seat is part of the Scoop Family. It is designed so that it can be 
placed up against a Scoop Planter or against another Scopi Seat. There 
is the option of many different combinations and creating many and 
different layouts. Please see the next page for inspiration
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DIMENSIONS AND DESCRIPTION

PERSPECTIVE 
FRONT VIEW

SCOPI SEAT

CAVITY

SCOPI BUTTON

SCOPI BUTTON

SCOPI TABLE TOP

SCOPI TABLE

SCOPI TABLE TOP
73 cm 

35 cm 

54 cm 

64 cm 

65,5 cm 
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SCOOP & SCOPI:
Scopi can stand up against 
and all the way around 
Scoop. To the right is in-
spiration for a layout with 
Scoop and Scopi – togeth-
er.

SCOPI & SCOPI:
Scopi can stand up against 
another Scopi. It can stand 
all the way around - at 
“quarter to” and at “quar-
ter past” – there are many
different layout options.

SCOPI & SCOPI TABLE:                                                             
Scopi can be connected to
another Scopi by adding 
a Scopi Table, which is 
a lovely little table for a 
quick coffee break. 

SCOPI TABLE TOP:
Instead of a Scopi
Button, Scopi Seat 
is mounted with 
Scopi Table Top.                                                                                       
Here shown as a 
light blue circle. 
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Scopi Button

Scopi Table

Scopi Table Top
LAYOUT

Scoop

Scopi

Scopi Button

Scopi Table

Scopi Table Top



MOUNTING - SOLID SURFACE
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Mount the brackets and position the Scopi/Scoop in the desired formation, then 
mark where to pre-drill for the brackets. Then mount the Scoop and Scopi. Then 
mount the Scoop (if applicable) and Scopi. A Scopi Seat can be placed right up 
against a Scoop Planter, also see page 11 (also refer to these mounting instructions 
for mounting a Scoop).
 
If the Scopi Seat is to be mounted to a solid surface, first fasten the bracket to the 
Scopi with two bolts (Ø 10 mm, length 20 mm), as well as a spring washer and wash-
er into the sides of the Scopi in the two lower bushings. Then fasten the bracket to 
the surface in the marked out/pre-drilled holes. An expansion bolt could be used in 
concrete or the like, and a long screw in wood. You must use an extension for your 
drill to screw the bolts firmly to the surface.

SCOPI BUTTON

SCOPI SEAT

SCOPI BRACKET

Put the Scopi bracket 
in place. NOTE: The 
threaded rod should 
be angled forward 
towards the cavity as 
shown above.

Fasten the Scopi brack-
et and Scopi Seat.

The bolts and washers 
are screwed into the 
bushings on the Scopi 
Seat as shown.

Screw the Scopi Button 
onto the threaded rod 
and fasten with glazing 
bead screws. See the 
next page.
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FORWARD

BRACKET side

Manga Street does not guarantee 
against theft or vandalism. 



MOUNTING - SOLID SURFACE

SCOPI BUTTON
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Screw the Scopi Button on the threaded rod with the bracket.
2 or 4 glazing bead screws (length 30-40 mm) are screwed down in the rubber and 
into the side of the Scopi, so the screw head disappears into the rubber. Screw to 
the front and back of the Scopi/Scopi Button as shown, so that the screws can be 
located again if they are to be removed at a later date. NOTE the same method is 
used to attach the Scopi Table Top.

The Scopi Button is 
fastened with glazing 
bead screws in the 
places shown, so 
they disappear in the 
rubber and grip the 
inside of
the Scopi Seat. 

Manga Street does not guarantee 
against theft or vandalism. 



First mark out the layout on the location. If Scopi is to be mounted in a porous 
surface, such as sand, the bracket must first be attached to the Scopi as shown on 
page 3. Dig a hole with a level bottom at the desired depth. Two long threaded 
stainless-steel rods (min. 1/2 metre) are fastened to a heavy and strong concrete 
tile with bolts. The bracket is fixed on the threaded rods with both washers and nuts 
below and above the bracket as shown in the diagram to the right. The tile is placed 
in the hole and covered with sand or soil till it is flush with the underside of the Sco-
pi. Then screw the Scopi Button on the bracket’s threaded rod as shown on page 3.

MOUNTING POROUS SURFACE
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Manga Street does not guarantee 
against theft or vandalism. 
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SCOPI BUTTON
Screw the Scopi Button 
onto the threaded rod 
and fasten with glazing 
bead screws. See page 4. 

4

Put the Scopi bracket 
in place. NOTE: The 
threaded rod should 
be angled forward 
towards the cavity as 
shown above.

Threaded rods min-
imum 50 cm. Only 
indicative. Fasten the 
Scopi bracket and 
Scopi Seat.

The bolts and washers 
are screwed into the 
bushings on the Scopi 
Seat as shown.

1

2

3

FORWARD

BRACKET side



The Scopi Table Top is mounted instead of a Scopi Button and in the exact same 
method (refer to pages 3-4), regardless of whether the Scopi is to be inside or 
outside. To fasten the Scopi Table top, screw directly into the rubber and into the 
Scopi, so the head of the screw disappears into the rubber. Refer to the instructions 
on pages 3-4.

MOUNTING - TABLE TOP
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Manga Street does not guarantee 
against theft or vandalism. 

Screw the Scopi Table 
Top onto the thread-
ed rod and fasten with 
glazing bead screws. See 
page 4

SCOPI TABLE TOP

4

Put the Scopi bracket 
in place. NOTE: The 
threaded rod should 
be angled forward 
towards the cavity as 
shown above.

1

FORWARD

BRACKET side

CAVITY

SCOPI BRACKET
The bolts and washers 
are screwed into the 
bushings on the Scopi 
Seat as shown.

Fasten the Scopi 
bracket and Scopi 
Seat. For suggestions 
see previous pages.

2

3
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First mark out the chosen layout, so you know where to drill the holes (if it is to be 
fixed) in the surface. Mark with a permanent marker in the centre of the two holes 
located at the front of the Scopi. Then drill two holes in the plastic with a 20-mm 
drill after marking out. Repeat this on the second Scopi. 

Drill a 100-mm hole on the inside of the Scopi in the middle and outside of the fix points 
(shown on the opposite page). The hole must be used to fix the washers and nuts to the 
threaded rods on the Scopi Table. Repeat this on the second Scopi. 

Then mount a Scopi bracket to a Scopi as shown on page 3. Fix the bracket/1 Scopi in the 
desired location to the surface. (If it is to be filled with sand, please refer to pages 8-10). You 
must use an extension for your drill to screw the bolts firmly to the surface.

MOUNTING - TABLE
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Manga Street does not guarantee 
against theft or vandalism. 
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The second bracket is attached to the second Scopi as shown on page 3, but do not 
fasten yet. The threaded rods on one side of the Scopi Table are inserted into the 
two pre-drilled holes in the fixed Scopi. Washers and nuts are fixed to the inside of 
the Scopi through the pre-drilled large hole.
The second Scopi is pushed up against the Scopi Table, so that the two threaded 
rods on the opposite side go into the pre-drilled holes. The 3 parts are pushed 
together and the washers and nuts are fastened as described above through the 
pre-drilled hole on the second Scopi. The second Scopi is 
fastened when all three parts are very close together. 
The 2 plugs supplied are pressed firmly into the 
two large holes, so water cannot get in later.
Use clear sanitary silicone to seal.

MOUNTING - TABLE
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The two Scopi Buttons are screwed on the threaded rod as shown on page 3.
The two Scopi Seats and Scopi Table are now ready to use.

Should you have a layout with other Scopis, you just continue – mark out the layout, 
set the Scopis up - mark up and mount one Scopi at a time - one Scopi fits together 
with another Scopi “from quarter” to, to “quarter past”. 

“quarter to” 

“quarter past”

Manga Street does not guarantee 
against theft or vandalism. 
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If the Scopi is to be placed without the need to be fixed to the floor, then the 
bracket must first be attached to the Scopi as shown on page 3. Then turn the Scopi 
upside down gently on a soft surface, for example, the supplied packaging. Unscrew 
the plug in the bottom of the Scopi and pour in the oven-dry sand. 60 kg of sand 
will fill the Scopi approx. 1/3. If 2 Scopis are joined together, they weigh 120 kg 
excluding their own weight (12 kg each).

3 x base levellers or felt pads are screwed into the three bushings in the bottom of 
the Scopi, not just so there is no risk that the bracket or Scopi scratches the floor, 
but also so there is room for the bracket that holds the two Scopis (see the next 
page).

MOUNTING - INSIDE

9 Natskyggevej 30
3390 Hundested
Denmark

P: 0045 2679 2521
VAT: DK38350668

scopi
SEAT

60 kg

60 kg

100 kg

The Scopi Button is screwed on 
the threaded rod as shown on 
pages 3-4 if it is ready, otherwise 
see the next page for additional 
fastening.

NOTE! The Scopi Button must 
always be mounted on the fixed 
bracket’s threaded rod whether 
the Scopi stands outside or in-
side.

Refer to the next page for joining 
Scopis together. 

3 bushings
3 base levellers

Manga Street does not guarantee 
against theft or vandalism. 
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If the Scopi is to be mounted to another Scopi inside, place the assembly bracket 
between the two Scopis. Then turn the Scopi upside down gently on a soft surface, 
for example, the supplied packaging. The Scopi bracket is mounted to the Scopi as 
shown on page 3. If it is to be filled with sand, pour it in as shown above. 3 base 
levellers or felt pads are screwed into the three bushings in the bottom of the Scopi 
so the bracket is free.

MOUNTING - INSIDE
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Place a flat head carriage bolt in the hole in the assembly bracket, so that the head is 
turned towards the ground. Then push the bolt up through a hole in the Scopi bracket. 
The washer and bolt are mounted on the inside. Do not fasten yet. If there are several 
assembly brackets for other Scopis, mount these at the same time.
Then place another carriage bolt in the other hole in the assembly bracket. Temporarily 
screw together with a bolt. Turn Scopi No. 1 upside down. Remove the bolt. Scopi No. 2 
is tilted up over the carriage bolt and the assembly bracket and fixed from the inside with 
a washer and bolt. Then tighten when the Scopis are positioned as desired. The Scopi 
Button is mounted to the Scopi bracket/Scopi as shown on pages 3-4.

Manga Street does not guarantee 
against theft or vandalism. 



Manga Street does not guarantee 
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SCOOP& SCOPI MOUNTING

SCOPI CARE
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If the Scoop Planter and Scopi Seat are placed outside, they are individually mounted, see the in-
structions on the pages above. If they are to stand without being fixed, use the assembly bracket to 
connect the two or more parts (also see mounting the Scoop inside and outside). Turn the Scoop 
upside down and place it gently on a surface where it will not get scratched. Scoop’s H1 bracket 
and assembly bracket are mounted with base levellers (20 mm) in the Scoop’s bushings (if there 
are 4 or more assembly brackets, attach a carriage bolt to them first).

The Scoop Family is a robust series that is well-suited to being used. The 
actual Scoop and Scopi are made from rotational moulded polyethylene 
(plastic) and require very little maintenance. If necessary, clean them with 
soap and water or/and with “rubber and plastic cleaner” on any blemishes. 
They can easily be cleaned with a pressure washer.
Scopi Button, as well as Scopi Table and Scopi Table Top, which are made 
from granulated rubber, are water permeable and durable. Rubber prod-
ucts can be cleaned and the colours can be freshened up with a shampoo 
that is suitable for cleaning rubber. Rubber products can be cleaned with a 
pressure washer, but carefully and with less pressure so the surface is not 
damaged or becomes frayed. Chewing gum can often be removed using the 
above method, or you can also use a freeze spray. Then remove it mechanically. If 
lights are fitted in Scoop Light, the light chain, etc., must not be cleaned 
with water. See the assembly instructions for cleaning.

3 bushings = 3 base 
levellers on each unit. 

Base leveller

Carriage bolt

Plug:
Fasten or 
remove 
(only out-
side) before 
mounting 
the Scoop

Mount a carriage bolt temporarily 
at the opposite end of the assembly 
bracket, as shown on page 10. Turn 
the Scoop upside down. Take care of 
yourself and the floor when turning 
the Scoop upside with assembling 
brackets on all sides. The Scopi is 
mounted on brackets as shown on 
page 10 and on pages 3-4. The Scopi’s 
base leveller must also be 20 mm be-
tween the Scopi and the assembling 
bracket, place washers and a spring 
washer.

Carriage bolt

Carriage boltBase leveller


